
Renovation of photovoltaic glue board
string welding machine

Which solar cells can be soldered with ecoprogetti Stringer machines?

Ecoprogetti's stringer machines are designed to work with all the solar cellsavailable on the market (from

166mm to 210 mm),full and half cut. The best soldering output with minimal stress given to the solar

cells,realizing high-quality photovoltaic modules with minimized breakages during the transformation process.

 

What is a solar Tabber Stringer machine?

The best soldering output with minimal stress given to the solar cells,realizing high-quality photovoltaic

modules with minimized breakages during the transformation process. The solar tabber stringer machine is

used to weld solar cells to strings.

 

Why should you buy a solar Tabber & Stringer?

By purchasing a solar tabber and stringer,your company will reduce working time and maximise performance

of the entire photovoltaic module manufacturing line. Ecoprogetti Srl offers its customers the ET700 3B solar

tabber and stringer,a high performance machine with a welding capacity of 720 cells/hour (for strings of 10

cells measuring 156 mm).

 

What is a solar Stringer machine?

The solar stringer machine is used to solder solar cells together with the use of bus bars into forming strings.

This category of assembly equipment is one of the most sensitive since the soldering of the connections is

what enables the photovoltaic module to transmit electricity.

 

How does a photovoltaic module manufacturing line work?

The first phase in a photovoltaic module manufacturing line is joining the solar cells,which is done by a solar

tabber and stringer,a totally automatic machine able to optimise the very delicate phase of stringing and

tabbing.

 

How to reduce the shading area of a photovoltaic welding strip?

The shading area of the photovoltaic welding strip is reduced by reducing the width of the main grid line and

the PV welding strip,and the total amount of light received by the solar cell is increased. However,the contact

resistance of the whole PV assembly is too large,which increases the electrical loss of the photovoltaic

module.

The soldering effect, such as cell spacing, cell numbers of single string, soldering temperatures and etc, can be

adjusted according to requirements. SS 1500 can be integrated with automatic layup machine to achieve the

composing and ...
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Contact us for free full report 

Web: https://www.publishers-right.eu/contact-us/

Email: energystorage2000@gmail.com

WhatsApp: 8613816583346
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